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‘This is a division of my application No. 511,059,
entitled “Wide-angle telescope objectives,”. filed
- November 20, 1843, and which has become Patent
No. 2,401,324, dated June 4, 1946. It relates par-
v ticularly to the objective shown in Fig. 3 with

data given as Example 3 of the parent case. This

objective is useful as a photographic lens, espe-~
cially when very sharp definition is desired over
an angular fleld of about 25° from the axis. It
has some important features of the invention
described in the parent case, but its Petzval sum
is positive rather than negative as in the case of
the other examples to which the parent case is
specifically drawn. It also differs from the other
‘examples in certain related features, such as radii
of curvature and thickness of components which
will be described in greater detail in connection
with the drawing.

The present invention relates to objectives and
appnes,particularly to that type of objective con-

sisting of two collective members separated by a

central airspace, each member comprising a thick
meniscus component strongly concave toward the
central airspace and at least one positive com-
ponent on the convex side of the meniscus com-
ponent. By “thick” is meant thicker than about
0.08 F, where F is the focal length of the objective,
and by “strongly concave” is meant with a radius
of curvature less than P,

This type of objective is well known and widely
used in photography, both at finite conjugates
and for distant objects. In its most common
form the thick meniscus components are negative
doublets comprising a positive and a negative
element, and there are two positive components,
one in front and one in the rear, each of which
1s a single positive element with its outer surface
the more strongly curved.

The invention is equally applicable to variations
from this form, such as those which have one or
more compound positive components combined
with the compound meniscus components.

According to the invention, the surfaces bound-
ing the central airspace have radii of curvature
less than F/3, and the positive elements, particu-
larly the outer positive élements, have unusually
high indices of refraction. In general, as these
refractive indices are higher, the concave inner
surfaces may be weaker while still effectively em-
bodying the invention, since the high index of the
positive elements aids in correcting the Petzval
. sum. ‘These refractive indices may be as high
as obtainable, At the present time published

- types of glass go nearly to 2.1 in refractive index.

The present. embodiment of the invention is

best described by a relationship between these
innermost radii of curvature and the index of the
outer components since both contribute to Petzval
correction as described above. According to this
relationship, the positive elements have refractive

- indices greater than 1.60, and the average radius
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of curvature of the inner negative surfaces is less
than (0.25 No. r.—0.16) P where No. p. is the aver-
age refractive index of the two outer positive
elements with respect to the D line of the spec-
trum. For example, a limiting average radius of
0.265 P would correspond to No. r.==170. Thus,
less strongly curved inner surfaces embody the
invention effectively when the index of the outer
positive elements is higher, as described above.

In the most preferred embodiment of the inven-
tion at least one positive element in each of the
two members which make up the objective ‘has a
refractive index greater than 1.66 and a disper-
sive greater than 35.

The accompanying drawing, Figure 1, shows
the objective of Fig. 3 of the parent case and
Figure 2, the’constructional data corresponding.
to the same, as given under Example 3 of the

25 parent case. This data is as follows:
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- As in all the other examples of the parent case,
the inner concave surfaces Rs and Rs have radii
of curvature less than F/3 and the average index
of the positive elements is greater than 1.6 in
accordance with the invention.

In this example all the positive elements have
refractive indices greater than 1.6 and both outer
positive elements have a refractive index greater
than 1.66 and a dispersive index greater than 35 .
in accordance with a preferred feature of the
invention. The quantity -

(025 No. r.—0.10)F
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correspondin. to the index 1.744 has the value
27.6, and both inner radil Rs and Re are smaller
than this value in accordance with another feature
of the invention described above.

As mentioned above in the introductory para-
graph, this example having a positive Petzval
sum differs from the other examples of the parent

" case in respect to certain radii of curvature and

thicknesses. In particular the inner concave sur-
faces have radii greater than 0.21 F and the nega-
tive components are less than 0.13 F thick, thus
lying on the opposite side of th.se limits with
respect to all the other examples.
" It was also found advantageous in this exam-
ple to make the positive components meniscus in
shape, concave toward the negative components,
and to make the rear component more strongly
meniscus than the front component. By “more
strongly meniscus” is meant that its convex outer
surface Rio and its concave inner surface Rs are
more strongly curved than the corresponding sur-
faces of the front component.

I claim:

1. An objective consisting of two collective
members separated by a central airspace, each

10

15

20

25

member consisting of a compound negative me- -

niscus component concave toward the central air-
space and having g thickness between 0.08 F and
0.13 F, F being the focal length of the objective,
and a positive meniscus element spaced from the
convex side of the negative component and con-
cave thereto, the objective having a positive Petz-
val sum and being characterized by the refractive
index of each positive element being between 1.6
and 2.1 with respect to the D line of the spectrum,
by the two outer positive elements having refrac-
tive indices greater than 1.66 and dispersive in-
dices greater than 35, and by the radius of curva-
- ture of each of the concave surfaces bounding
the central airspace being greater than 021 F
and less than (0.25 No. p.—0.16)F where No.p. is
the "average refractive index of the two outer
positive elements.

2. An objective as claimed in claim 1 further
characterized by the rear positive element being
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more strongly meniscus than the front positive
element.

3. An objective consisting of two negative me-~
niscus doublets axially aligned between two posi-
tive meniscus single elements, all concave toward
the central airspace, in which the refractive in-
dices N, the dispersive indices V, the radii of
curvature R, the thicknesses £ and the spaces 8,
each numbered in order from front to rear, are
according to the following specifications:

Ri=0.68 F
Ni=1.74 V=46 =007 F
Ry=3 F
3<0.01 F
Ry=04 F
N3=1.62 V=55 (ts+t) =0.00 F
RS>06 F :
N3=1.62 V3m37
Ry=F/4
810,00 F
Re=F/4
Ni=1.62 Vim37 (ts+£s)=0.08 F~
. Ri>0.6 F
Ny=1.62 V=57
Rg=04F
<001 F
Ry=11F
Ny=1.74 Vy=48 t=0.07 F
Rip=0.4 F

in which F is the focal length of the objective.
FRED E. ALTMAN.
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