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It has already been proposed to bring about changes in
the focal length of a photographic objective (and, there-
by, in the scale of the projected image), without sub-
stantially varying its effective image distance, by inter-
changing a detachable objective portion on the object
side co-operating with a fixed objective portion on the
image side.

The practical realization of this idea has heretofore
run into obstacles of both a purely optical and an optico-
mechanical nature. The last-mentioned obstacles arise
from the difficulty of properly positioning the detachable
front portion of an ‘exchange objective with respect to
the fixed rear portion common to both the exchange and
the principal or normal-view objective; means for over-
coming this -difficulty have been disclosed in co-pending
applications Ser. No. 402,679, filed January 7, 1954, by
myself, and Ser. No. 431,506, filed May 21, 1954, by
Paul Hirter et al., both owned by the assignee of the
present application. ‘

The other class of obstacles arise from the difficulty of
so calculating the components of both the fixed rear
objective portion and the two or more detachable objec-
tive portionis that the combination of this rear portion
with either or each -of the associated front portions will
result in sharp image definition and satisfactory sup-
piession of residual aberrations. The general object of
1y present invention is the elimination of this latter
difficulty with patticular réference fo exchange objec-
tives whose focal length is less than that of the principal
or normal-viéw objective, thus to exchange objective of
the wide-angle type. A more specific object of this in-
vention is to provide an improved exchange objective of
the aforementioned charaeter whose fixed fear portion is
one of the halves of a Gaussian dual objective and Whose
detachable front portion is adapted to replace the other
half of such ‘dual objective, the usual diaphragm space
beirig enclosed between thiese two portions.

A feature of this inventioii resides in thé provision of
an -objectivé portion” adapted fo féplace the front -half
of a Gaussiahn diial objectivé of 4 typé which comprises
a'pair of collectivé-outer lenses between which there are
encloséd a pair of dispersive meniscus-shaped lens com-
ponents facing the diaphragm space and composed each
of ‘a positive and -a negative lens cemented together; this
objective portion including the following three lens mem-
bers: ‘(a) a reat lens meniber similar to the front half of
the prindipal Gaussian objective and comprising a nega-
tive - métiscussshaped lefis component with its concave
side Facinig the ‘diaphragm space and, preceding this lens
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comiponént; a positive lens; (b) a front member com-
prising a negative meniscus-shaped lens component with
its concave side facing in the direction of the shorter light
rays, i. e. toward the diaphragm space; and (¢) an inter-
mediate positive lens member constituting with the last-
mentioned lens component an inverted Galilean telescope;
the air space between the two lens members () ‘and (c)
of this telescope being large compared with the other air
spaces of the entire objective portion referred to.

A more specific feature of this invention resides in
constructing each of the first two Iens members, (b) and
(c), ‘of the objective portion as a compound lens across
whose cemented surfaces thére occurs (proceeding from
the object side to the image side) a marked. decrease in
the refractive index m, coupled, at least for the second
lens member, with a marked increase in the. Abbé num-
ber »,. The decrease in the refractive index should be
of the order of or greater than 0.09 for the first and of
the order of or greater than 0.15 for the second of these
menibers, the increase in the Abbé number of the second
member being at the same time of the order of or greater
than 25. More particulatly, I have found that the refrac-
tive index of the second lens member should decrease by

- more than 0.30 when the decrease in the first lens member
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is less than 0.10, and that the refractive index of the
second lens member should decrease by less than 0.30
when the decrease in the first lens member exceeds 0.10;
preferably, the increase in the Abbé number -of the sec-
ond fens member is at least 35 in the first instance and
not greater than 30 in the second instance.

The invention will be further described with reference
to the accompanying drawing in which:

Fig. 1 schematically illustrates the front and rear halves
of 2 fundamental optical system, of predetermined focal
length, in the form of a Gaussian dual objective; and

Fig. 2 illustrates an exchange objective, of reduced
focal length, ‘obtained by substituting a group of lens
members according to the invention for the front half
of the objective of Fig. 1. .

The Gaussian objective of Fig. 1 comprises a front half
I’ detachably secured to a rear half IV by means not
shown (e. g. in the manner disclosed in either of the
aforementioned co-pending ‘applications). Front half I’
consists of a positive, slightly meniscus-shaped lens mem-
ber L1, whose radii are ry/, r,” and whose thickness is
d.’, followed by a compound negative meniscus lens mem-
ber composed of lenses L2’ (radii r, #;’ and thickness
dy’) and Ls' (radii », ; and thickness d,'), the spac-
ing between the two lens -members being designated de’.
Rear half IV consists of a compound negative meniscus
lens member composed of lenses Ly (radii ry,, rp and
thickness di1) and Ls (radii 7., 7y, and thickness diz) fol-
lowed by a positive lens member Lo (radii ry,, r, and
thickness di4), the spacing between the two last-men-
tioned members being designated dis. "The relatively large
distance ds’ between objective portions I’-and IV defines
a diaphragm space adapted to receive the usual iris di-
aphragm and shutter (not-shown).

With an aperture ratio of 1:2, an overall focal length
given the numerical value of 100 and an image distance
(the spacing between -the last lens Lg and the surface of
projection) equal to 72.4, the radii, thicknesses and spac-
ings of the lems elements of the system of Fig. 1 may
be as- follows:
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Table A
ng vd
r'=+4 54.83
Ly di’= 6.71 | 1.67003 47.2
ra'=-+ 156.25
dy’= 1.27 | (Air Space)
Yo ry'=-- 39.67
Ly da’'= 8.93 | 1.69347 53.5
ry=-}- 168.32
L3 Addf= 3.52 | 1.66446 35.9
rg'=- 2589 |-
d’=21.21 | (Diaphragm
. Space)
ru=— 30,20
Ly ’ du= 3.17 | 1.63980 34.6
. ru=+ 90.18
Lo Ly d13=11.88 | 1.65844 §0.8
wo..o. ==~ 41L.87 .
Sl . diz= 0.21 | (Air Space)
r1y=--2359. 37
- Xy ) du= 5.25 | 1.74472 44.7
rig=— 77.24 .

In the exchange objective of Fig. 2 the lens group I’

of Fig.' 1 has been replaced by an assembly including
three lens umits I, IT and III. Forward lens unit I is a
negative meniscus composed of cemented lenses L1 (radii
r, ¥, and thickness di) and L2 (radii r,, », and thick-
ness d2); intermediate lens unit IT is a slightly meniscus-
shaped positive lens member composed of cemented lenses
L3 (radii r,, r; and thickness d¢) and La (radii r,, , and
thickness ds), its spacing from lens unit I being desig-
nated d3; and rear lens unit ITI comprises two air-spaced
lens members, including a positive lens Ls (radii r,, r,
and thickness d7) and a negative meniscus Ls (radii r,,
r, and thickness ds), the air space between these lens
members being designated ds and the spacing of lens Ls
from lens unit II being designated ds. The length of the
diaphragm space between lens Lgs of lens unit III and
lens L7 of the fixed lens group IV is designated dio.
. The lenses Ls and Ls of lens unit III are generally simi-
lar to those constituting the lens group I’ in Fig. 1. Units
I and II of Fig. 2 together constitute an inverse Galilean
telescope whose air space ds may be variable and is
large compared with the remaining air spaces d¢ and ds
of the exchange assembly, being for instance roughly
equal to or greater than the diaphragm space dio.

In the following Table B I have given illustrative values
for the radii, thicknesses and air spaces of the exchange
portion of an optical system as shown in Fig. 2, having
an aperture ratio of 1:4.5, a focal length of 73.6 and an
image distance of 72.0; the parameters of unit IV are
the same as in Table A:

Table B
nd vd

r1 =-}+115, 67

I di= 6.75 | 1.71736 20.5
) SR : ry =—227.45

. La dy = 2.11 | 1.62041 60.3
73 =4 25.22

d; =14.24 | (Air Space)

1y =+ 25.75

L ds = 2.11 | 1.80518 25.5
I ... rs =- 20.21

Iy ds =10.55 | 1.46450 65.7
r¢ =--784.00

de = 1.27 | (Air Space)

r7 =+ 46.36

Ls dr = 4.85 | 158000 48.6
73 =—589.63

... dg = 1.69 | (Air Space)

ro =4 26,25

Le dy = 4.85 | 1.72825 28.3
ro=- 17.74

: d10=13.72 | (Diaphragm
Space)

In the foregoing example, it will be noted, the refrac-
tive index of lens L1 of compound lens unit I exceeds
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that of lens L, to which it is cemented, by a value lying
between 0.09 and 0.10; the refractive index of lens L3
of compound lens unit IX exceeds that of its companion
lens Ls by more than 0.30, the Abbé number of the latter
at the same time exceeding that of the former by more
than 35.

In a modification, the optical system of Fig. 2 may
have an aperture ratio of 1:4.5, a focal length of 73.7
and an image distance of 72.0 with radii, thicknesses and
air spaces as given in the following Table C, the param-
eters of unit IV being agdin the same as in Table A:

Table C
na vd
r1 =--120,40
Ly dy = 6.85 | 1.57270 32.2
) IS, ra-=-—258.91
Ls : ! da= 2.11 | 1.51821 - 65.2
r3 = 28.30
S ds =20.19 | (Alr Space)
e = 29.12
La ds = 2.11 | '1.67270 32.2
) S 75 =-}- 20.056
Ly ds = 6.11 | 1.51112 60.6
rs =-}- 88,37
ds = 1.79 | (Air Space) -
r7 =+ 38.90
Lg dr = 4,85 | 1.60311 60.7
rs =+413.30
I, .. ds = 3.37 | (Alr Space)
ry =- 20,12
Lg do = 2.95 | 1.62536 35.6
0= 19.07 )
’ "1 d10=13.70 | (Diaphragm
Space)

In this instance the refractive index of lens Li exceeds
that of lens L2 by a value greater than 0.10, the refrac-
tive index of lens L3 exceeds that of lens L¢ by a value
lying between 0.15 and 0.30, and the Abbé number of
lens L+ exceeds that of lens Lz by a value lying between
25 and 30.

It may be mentioned that in both Table B and Table C
the difference in the Abbé numbers of the first compound
lens member L1, L2 is of roughly the same order as that .
of the second compound lens member L3, La.

I claim:

1. A front lens assembly adapted to replace the front
half of a Gaussian dual objective whose front and rear
halves define between them a diaphragm space, each of
said halves comprising a dispersive meniscus lens com-
ponent adjacent said diaphragm space and facing same
with its concave side as well as a positive lens beyond
said meniscus lens component; said front lens assembly
comprising a rear lens unit including a negative menis-
cus lens component facing said diaphragm space with its
concave side and a positive lens preceding said negative
meniscus lens component, an intermediate lens unit in-
cluding a positive lens member, and a front lens unit
including a meniscus-shaped negative lens member fac-
ing said diaphragm space with its concave side, said front
and intermedjate lens units together defining an afocal
system in the shape of an inverse Galilean telescope and
being separated from each other by an air space which
is large compared with all other air spaces of said lens
assembly, said rear unit being so dimensioned as to
shorten the focal length of said objective without sub-
stantial change in image distance upon being substituted
for said front half.

2. A lens assembly according to claim 1, wherein said
meniscus-shaped member of said front lens and is com-
pounded of a first pair of front and rear lens elements
and said positive lens member of said intermediate lens
unit is compounded of a second pair of front and rear
lens elements, the front element of said first pair having
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a refractive index excesding that of the rear ¢lement of
said first pair by -a value at least of the order of 0.09,
the front element of said second pair having a reffactive
index exceeding that of the rear-element of said second
pair by a value at least of the order of 0.15, the tear
element of said second pair having an Abbé number €x-
ceeding that of the front element of said second ‘pair by
a value at least of the order of 25.

3. In an optical system, in combination, a front lens
assembly and a rear lens assembly -detachable from €ach
other and defining between them a diaphragm space, said
rear lens assembly comprising a dispersive meniscus lens
component adjacent said diaphragm space and facing
same with its concave side as well as a positive lens back
of said meniscus lens component, said front lens assem-
bly comprising a front lens unit, an intermediate lens
unit and a rear lens unit; said rear unit including a nega-
tive meniscus lens component facing said diaphragm
space with its concave side and a positive lens preceding
said negative meniscus lens component; said intermediate
unit including a positive lens member; said front unit
including a meniscus-shaped negative lens member facing
said diaphragm space with its concave sides; said front
and intermediate units together defining an afocal system
in the shape of an inverse Galilean telescope and being
separated from each other by an air space which is large
compared with all other air spaces of said system except
said diaphragm space.

4. The combination according to claim 3, wherein said
air space between said front and intermediatie units is at
least of the same order of magnitude as said diaphragm
space.

5. The combination according to claim 3, wherein said
air space between said front and intermediate units is
variable.

6. The combination according to claim 3, wherein said
rear assembly is adapted to cooperate with a roughly
mirror-symmetrical lens assembly to form a Gaussian
dual objective of predetermined focal length and image
distance, said front and rear assemblies together having
an image distance substantially equal to and an overall
focal length considerably shorter than that of said Gauss-
ian dual objective, said meniscus-shaped member of said
front unit being compounded of a first pair of front and
rear lens elements and said positive lens member of said
intermediate unit being compounded of a. second pair of
front and rear lens elements; the radii r,, r, and thickness
dy of the front element Li of said first pair, the radii r,
r, and thickness d2 of the rear element L2 of said first
pair, the air space ds between said front and intermediate
units, the radii r,, r; and thickness ds of the front ele-
ment L3 of said second pair, the radii »; r, and thickness
ds of the rear element Ls of said second pair, the air
space de between said intermediate and rear units, the
radii r,, r, and thickness dr of the positive lens Ls of said
rear unit, the air space ds between said positive lens and
said negative meniscus lens component of said rear unit,
the radii r,, 14, and thickness do of said negative meniscus
lens component Lg of said rear unit, the diaphragm space
dio, the radii r,, r,, and thickness di1 of a front element
L7 of said dispersive meniscus lens compoenent of said
rear assembly, the radii ry, r,; and thickness di2 of a rear
element Ls of the last-mentioned meniscus lens compo-
nent, the air space d13 between said last-mentioned menis-
cus lens component and said positive lens Ly of said rear
assembly, the radii ry, ry; and thickness dis of said posi-
tive lens Lo of said rear assembly, the refractive indices
na of all the components L1 . . . Ls of said front and
rear assemblies, and the Abbé numbers »q of all of said
components being substantially as given in the following
table, said front and rear assemblies together defining an
exchange objective having an overall focal length of sub-
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‘stantially 73.6 and an'image distance of substantially 72.0,
all based upon a numerical value of 100 for the overall
‘focal length of said Gaussian dual objective:

na ra
4 no=t216.67 | _
Ia i =675 1.71736 2.5
1 r=— 22145 L
L2 g = 2.11 1. 62041 60.3
7y =4 25.22 :
) ds =14, 24 (Adr Space)
ry =4 25.75 . .
Ls | d=211 1.80618 25.5
1 =+ 20.21 A
Le | “ds =10.55 1. 46450 85.7
Cre=- 78400 | .
ds = 1.27 (Alr Space) !
rr=-+4 46.36 ) o
1 dr. = 4.86 1. 58900 48.6
rg =~ 580.63 ] . i
: dg=1.69 | (Air Spsce)
i o=+ 26.25
Ls X dy = 4.85 1,72825 28.3
=4 ‘17.74 R
d=13.72 (Diaphragm ¢
. Bpace)
m=— 30.20
L7 4 =347 1.63980 34:6
rig=-4 90.18 .
s di12=11,88 1.65844 §0.8
ris=— 41.87
diz= 0.21 (Alr Space)
r14=-+2359. 37
Lo du= 5.25 1.74472 4.7
re=— 77.24

7. The combination according to claim 3, wherein said
rear assembly is adapted to cooperate with a roughly
mirror-symmetrical lens assembly to form a Gaussian
dual objective of predetermined focal length and image
distance, said front and rear assemblies together having
an image distance substantially equal to and an overall
focal length considerably shorter than that of said Gauss-
ian dual objective, said meniscus-shaped member of said
front unit being compounded of a first pair of front and
rear lens elements and said positive lens member of said
intermediate unit being compounded of a second pair of
front and rear lens elements; the radii r,, r, and thick-
ness di of the front element Ly of said first pair, the
radii r,, r, and thickness dz of the rear element Lz of said
first. pair, the air space d3 between said front and inter-
mediate units, the radii r,, 7, and thickness ds of the front
element L3 of said second pair, the radii r;, r, and thick-
ness ds of the rear element Ls of said second pair, the
air space ds between said intermediate and rear units,
the radii r,, r, and thickness dv of the positive lens Ls of
said rear units, the air space ds between said positive lens
and said negative meniscus lens component of said rear
unit, the radii 7, r, and thickness ds of said negative
meniscus lens component L¢ of said rear unit, the dia-
phragm space dio, the radii #,, r;, and thickness du of
a front element L7 of said dispersive meniscus lens com-
ponent of said rear assembly, the radii r,, r,, and thick-
ness diz of a rear element L of the last-mentioned menis-
cus lens component, the air space diz between said last-
mentioned meniscus lens component and said positive
lens Lo of said rear assembly, the radii r,, r, and thick-
ness die of said positive lens Lg of said rear assembly,
the refractive indices na of all the components L1 . . . Ls
of said front and rear assemblies, and the Abbé numbers
va of all of said components being substantially as given
in the following table, said front and rear assemblies
together defining an exchange objective having an overall
focal length of substantially 73.7 and an image distance
of substantially 72.0, all based upon a numerical value
of 100 for the overall focal length of said Gaussian dual
objective:
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g va
ry =4 120.40
In di = 6.85 1. 67270 32.2
rs =— 258,91
Ly dy = 2,11 1.51821 65.2
r3 =4 28,30 :
ds =20.19 (Air Space)
re =4 29,12
Ls - - dy= 2,11 1.67270 32.2
rs =-+ 20.05
Ly ds = 6.11 1.51112 60.6
- re=-- 88.37 : :
de = 1.79 (Air Space)
: r7 =+ 38.90 S
Is dr = 4.85 1. 60311 60.7
ry=- 413.30 | . .
ds = 3.37 (Ailr Space)
P ro=-+4 29.12 [ -
L ds = 2.95 * 1.62536 35.6
: rio=-- 19,07
d1o=13.70 (Diaphragm
T Space)
ry=— 30.20
Lr du= 3.17 2.63980 34.6
rig=-} 00.18
In : d1a=11.88 1.65844 50.8
rig=— 41,87
- diy= 0.21 (Air Space)
rigm=-}-2359. 87
Ly c du= 6.25 1.74472 4.7
ris=— 77.24
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